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TRANSONIC FREE-FLIGHT INVESTIGATION OF THE TOTAL DRAG AND OF THE
COMPONENT DRAGS (COWL PRESSURE, ADDITIVE, BASE, FRICTION, AND
INTERNAL) ENCOUNTERED BY A 16-INCH-DIAMETER RAM-JET

ENGINE FOR MACH NUMBERS FROM 0.80 to 1.43

By Wesley E. Messing and Leonard Rsbb

SUMMARY

A free-flight investigation of the drag on four full-scale models .
of 16-inch-diameter ram-Jet engines was conducted. For each model, the
total, base, internal, and external drag were evaluated. Data obtained
from one model were sufficient that the constituents of the external
drag, namely, cowl pressure, additive, and friction drags, could be
evaluated for a Mach number range from 0.80 to 1.43 and & mass-flow
ratio from 0.66 to 0.84. The drag results from this model are pre-
sented herelin, and a general comparison is made with the data obtained
from three other models. The model was launched from an airplane at
35,000 feet, rocket-propelled to supersonic velocitles during the free -
fell, and then decelerated because of its drag through the transonie o
range before impact. Thus data were obtained over the same Mach number
range for rocket-on and rocket-off operation.

It was posslble to account for at least 94 percent of the total
drag, as determined directly from accelerometer data, by summation of
the constituent drags, that is, cowl pressure, additive, friction,
base, and internal drag, each of which was determined independently
from pressure messurements. A net thrust force was encountered acting
on the cowl at Mach numbers less than 1.22 and 1.39 for the rocket-off
and rocket-on conditiomns, respectively. For the rocket-off condition
the external drag coefficient, excluding base drag, had a minimm value
of 0.13 at a Mach number of 0.90 and gradually increased to a maximm
value of 0.20 at a Mach number of 1.30. This compares with a total
drag coefficient variation from 0.44 st a Mach number of 0.90 to 0.62
at a Mach number of 1.15. Good agreement was obtained between the pre-
dicted (l/ 7 power law) and experimental boundary-layer velocity pro-
files at radial distances from the body in excess of 20 percent of the
boundary-layer thickness. Below this value the experimental data devi-
ated slightly from the predicted values.
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INTRODUCTION "

In order to predlct the performence of ram-jet engines operating
in the transonic speed range, it 1s necessary to estimate relliably the
propulsive (thrust minus drag) forces. At the present time, the internal
thrust of the engine may be readily predicted, but it is extremely dif-
ficult to estimate the itransonic drag because existing theorles are
inadequate and little experimental information is availsble. As a
result, an experimental investigation employing the free-flight drop
technique was conducted by the NACA Lewis lsboratory utilizing the
facilities of the NACA Langley Pilotless Aircreft Research Station,
Wellops Islend, Virginia. The purpose of this investigation was to
evaluate the transonic drasg encountered with a 16-inch-diameter ram-jet
engine. Four full-scale models were dropped from an F-82 aeirplane
(fig. 1) at a pressure altitude of 35,000 feet, rocket-propelled to
supersonic velocities, and then decelerated through the transonic range
before impact. The models were lightwelght facsimiles of the NACA
16-C-type ram-jet engine (reference 1) which was designed to operate
with a normal shock at the inlet at a free-stream Mach number of 1.60.
The 50° spike of the centerbody was so positloned that the attached
conical shock would intercept the l1lip of the outer shell at a free-
stream Mach number of 1.80. An annular restrictlion was inserted in the
outlet of each model to reduce the internsl alr flow to representative
subcritical inlet mass flows encountered during combustion. Deta were
obtained at several inlet mass-flow ratios and outlet pressure ratlos
by using a different outlet area in each model. These date were recorded
by radlo-telemetering and radar-tracking equipment on continuous records.

The total, base, internai: and external drag of the filrst two
models Investigated are reported in reference 2. Similar data were
obtalned from a third model. However, in the fourth model Investigated,
the instrumentation was Increased from 10 to 30 measurements so that
the constltuents of the externsl drag, namely, the additive, cowl pres-
sure, and friction drag, could be determined. The drag results of this
model over & free-stream Mach number range from 0.8 to 1.43 are pre-
sented herein and are compared with the results obtained from the other
three models. In the presentatlion of the data it is convenient to refer
to rocket-off and rocket-on operation because at a glven free-stream
Mach number, the operation of the rocket altered the mass flow through
the engine, which had a subsequent effect on the over-all drsg charsac-
teristics of the engine.

SYMBOLS

The following symbols are used in this report:
2

a, net acceleration, ft/sec
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Ap

Re

drag coefficient, D/qgSy

rocket thrust coefficient, T/ doSp

friction drag coefficient based on wetted area upstream of
boundary-layer survey rake, 44.36 sq ft

propulsive thrust coefficient, (T-D)/ CI:

drag, 1b

distance downstream of cowl 1lip, in.
Msch number

mass flow, lb/sec

mass flow in free-stream tube egquael in area to projected llp area
of cowl, 1b/sec

total pressure, 1b/sq £t abs

static pressure, 1b/sq £t abs

pitot static position error, 1b/sq ft

dynamic pressuz;e, 1b/sq £t (0.7 pME)

Reynolds number based on model length of 14.3 feet
radisl distance from axis of symmetry, in.

meximum cross-sectional area, 1l.4 sq £t

thrust, 1b
static temperature, °R
velocity at boundary-layer thickness &, ft/sec

locel velocity in boundary layer, ft/ sec

distance downstream of apex of central body, in.

radial distance from externasl surface of shell, in.
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4
) boundary-layer thickness, in.
| 4
e angular displacement from center line of base pressure orifices,
as shown in figure 2, deg
Subscripts:
[N

a addltlve g

’ Q0
b base
c cowl
il friction
i internal -
1 local conditions
8 spike
t total
0 statlon at free stream -
1 station at cowl inlet
2 gtation at diffuser outlet
3 statlon at model outlet o T ' : —-

APPARATUS AND PROCEDURE

A schemstic disgram including dimensions and the locstion of the _

instrumentation pickups for model 4 is shown in figure 2. Coordinates
of the inlet of the ram-Jet engine are Included in figure 3. A self-
avereging total-head probe was used in order to obtain an adequate
total-pressure survey at the inlet with only a single measurement.
Ground tests indicated good agreement between the data from this probe
and the average total pressure as obtalned from a 10-tube survey rake.
The probe, as shown in figure 4, has a slotted intaske, the sides of
which are radial lines, thus making any segment of the rake intake area

a function of the flow area covered by that segment. Included in fig-

ure 4 is a sketch of the boundary-layer survey rake. The material in
reference 2 in regerd to APPARATUS AND PROCEDURE epplies to model 4

with the eddition of the following information: Model 4 contained a .
10-channel telemetering system which incorporated an NACA-designed

s —
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switching unit so that 30 independent measurements would be transmitted
wlthin & O0.17-second time intervel. A photograph of the centerbody
(fig. 5) illustrates the general arrangement of the telemetering equip-
ment. Included in figure 5 1s a tebulated listing of the Iinstrumenta-
tion giving the location, range, and frequency of each Instrument.

Model 4 wes released at a pressure altitude of 35,000 feet and a
free-stream Mach number of 0.55. Rocket ignition occurred approximately
13 seconds after release. At the end of the l4-second rocket-boost
period, the rocket thrust and the force of gravity had accelerated the
model to s meximum Mach number of 1.43 at a pressure altitude of
21,800 feet. The model then decelerated because of its drag to a Mach
mmber of 0.74 at impsct, which occurred 50.7 seconds after release.

METHODS OF CAICULATION

The dets were computed In accordance with the calculation method
described in reference 2. Additional computations were made to deter-
mine the additive, cowl pressure, and friction drag. The additive drag
(reference 3), defined as the drag force scting parallel to the axis of
symmetry on the streamlines entering the inlet, was determined by a
force summstion method as the difference between the momentum of the
engine air flow at the inlet and the free-stream plus the axial force
component on the spike of the centerbody. The axial or drag force
acting on the spike was calculated from the static pressures measured
along the surface of the spike. The pressure drag acting on the exterior
shell was determined by the graphical integration of the static pres-
sures acting on the cowl. The friction drag was determined from the
momentum decrement obtained from the boundery-lasyer survey rake data.

It was assumed that the effect due to static-pressure gradient along the
shell was negligible at the low supersonic Mach numbers encountered in
this investigation and that the stetic pressure and total temperature

at the raeke were constant through the boundasry layer. The over-all
friction drag was obtained by applying the coefficient bassed on wetted
area as determined at the rake (44.36 sq ft) to the entire wetted sur-
face of the external shell and fins (69.93 sq ft).

RESULTS AND DISCUSSION

The primary purpose of this investigetion was to evaluste the tran-
sonic totel drag and its components for a full-scale model of a 16-inch-
diameter rem-Jjet engine operating under actual atmospheric conditions.
The flight conditions encountered are shown in figure 6 wherein the
Reynolds number was based on g model length of 14.3 feet. Data were
observed for accelerating (rocket-on) and decelerating (rocket-off)

- E.-_.;_; Em - Ly,
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operation over the same free-stream Mach number range (0.8 to 1.43). At
a glven Mach number, rocket operation decreases the mass-flow ratlo
through the engine from the ratlo cbtained with the rocket-off condition.
This chenge in mess-flow ratio affects the over~all drag charascteristics
of the ram Jet. The data are therefore, in general, shown separately
for the two conditions. The mass-Tflow ratio is defined as the ratlo of
engine air flow to the flow in a free-stream tube of cross-sectlonal
erea equal to the projected 1lip area of the cowl. The variation of
mass-flow ratio m/my with free-stream Mach number Mg is shown in
figure 7. The mass~flow ratio range covered in this investigation was
from 0.66 to 0.84. Also included ip figure 7 is the maximum theoreti-
cally poepible masg-flow ratio which this ipnlet could experience through
the free-stream Mach number range covered by this investigation.

In addition to the drag data, which are dlscussed later, it was
poesible to evaluate the static-pressure position error encountered by
the alrspeed boom and also to evaluate the total-pressure recovery
across the diffuser. Figure 8 illustrates the static-pressure position
error Ap expressed as & ratio to the free-stream dynsmic pressure dg
experlienced on the antenns-airspeed boom at a location 1.63 inlet
diameters forward of the leading edge of the cowl. Inasmuch as the
telemetered static pressure was in error by this amount through the
transonic flight range, it ls of interest to note the position error
because, if neglected, errors could be Introduced Into the altitude,
velocity, and Mach number when these computations are based on teleme-
tered static pressure. However, thils position error is & function of
both the geometry of the inlet and the location of the static orifice
and therefore 1s quantitatively peculier to this pasrticulsr engine. The
value of Apfqy increases positively from approximately O at My of
0.8 to a maximum value at My of 1.04. At this point the bow wave
moving downstream toward the ram Jet passes over the static orifices
and Ap/qo drops sharply to -0.015 and then incresses positively with
increasing My and becomes approximately O at Mgy = 1.20. As expected,
the position error is insensitive to a change in mass-flow ratio (indi-
cated by rocket-on and rocket-off data) at Mg > 1.04 because supersonic
flow exlsts at the orifices and the pressure disturbances generated by
the ram Jet cannot propagate upstream to the orifices. However, in the
My range of 0.8 to 1.04 the flow past the orifices is subsonic and the

pressure £ield generated by the body and augmented by the mass-flow
ratio is sufficient to cause the observed errors in the static-pressure
messurement.

Figure 9 shows the total-pressure recovery across the diffuser
PZ/PO and the corresponding diffuser-exit Mach number M; as & func-

tion of Mp. The diffuser total-pressure recovery decreased from
approximately 0.95 at My of 0.8 to 0.92 at Mgy of 1.43 with sub-

crltical internal air flow.

.‘ -.‘—-*-
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Drag Eveluations

The totel drag acting on the model was defined as the sum total of
the individual drags which included the cowl pressure, additlive, fric-
tion, base, and internal drag.

Covl pressure drag. - The cowl pressure dreg was determined from
the integration of the static-pressure distribution measured along the
cowl. Figure 10 presents the cowl stetic pressure, expressed as a ratio
to the ambient pressure pc/bo, as & function of My for the various

cowl static-pressure orifices. A cross plot of these dmata is given in
figure 11 to illustrate the axial pressure distribution along the cowl
for values of comstant My. Data are shown for the two operating con-
ditions (rocket-on and rocket-off) to illustrate the effect on the cowl
pressure distribution of & change in external alr spillage resulting
from a change in mass-flow ratio. For example, an increase in external
air spillage (rocket-on operation) accelerated the flow over the cowl
cazusing a decrease in the static-pressure ratio along the forward por-
tion of the cowl (d/rp,, < 0.4) and changed the slope of the pressure

ratio curve near the leading edge from negative to positive
(d/rpey S 0.1). However, at d/rp,, = 1.5 +the pressure ratio is approx-

imately 1.0 and does not vary with a change in M, and external elr
spillage. The portions of the curves of figure 1l as shown by the
dashed lines were arbitrarily faired to conform with the cowl shape which
beceme conical at approximately d/rp,. = 1.0. Figure 12 shows the cor-

responding pressure drag in coefficient form CD as a function of M,
The negative drag coefficient shown for M, from 0.8 to 1.22 for the
rocket-off condition end for Mg from 0.8 to 1.39 for the rocket-on
condition indicates a net thrust acting on the cowl. As expected, a
decrease in mass-flow ratio was accompanied by a decrease in the cowl
pressure drag coefficlent. For example, at My of 1.0 the cowl pres-
sure drag coefficient changed from -0.035 to -0.062 with a decrease in
mass-flow ratio (fig. 7) of 0.75 to 0.68.

Additive drag. - As a result of computing the change in momentum of
the internal flow from the ram-jet outlet to the free-stream condition
rather than to the ram-Jet inlet, it is necessary to include the additive
drag. The additive drag coefficient CDa is presented in figure 13 as
a function of free-stream Mach number. The maximum Cp was 0.07 and
occurred at M; between 1.1 to 1.2 with the rocket on.” It is obvious
that a negative additive drag coefficient cannot exist under any possible
flow condition at the inlet and the negative values of CDa at

Mp £ 0.89 as shown by the data points are an indlcation of & slight
error in the data in this low speed range.

In order to show more clearly the effect of mass-flow ratios and Mg
on the additive drag coefficient, the data have been cross plotted in
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figure 14. Additlonal date at higher Mach numbers are shown for a
similar 16-inch-diameter ram Jjet which was investigated in the Lewls 8-
by 6-foot supersonic tunnel (reference 4). It is readily apparent that
8 decrease in mass-flow ratio at constent My or an increase in M,

at a constant mass-flow ratio iz accompanied by an increase in additive
dreg and is typical of suberitical engine air flow operation.

In determining the additive drag, a force summation method was
used which necessitated evaluating the drag force acting on the spike of
the centerbody which projected forward of the inlet. This drag expressed
in coefficient form CDB was computed from the statlc-pressure distri-

bution along the splke as shown by the date in figure 15. It is of
interest to note the change in slope of the statlic-pressure ratio at the
first or most forward orifice at My of 1.16 both with and without
rocket operation. Theoretically, at supersonic My < 1.33 the oblique
conical shock is detached and positioned as a bow wave upstream of the
50° cone of the central body. In figure 8 the bow wave traversed the
orifices on the antenna-airspeed boom at Mg of 1.04. It is belileved
that at My of 1.16 the position and strength of the approaching bow
wave are such that the interaction of the shock with the boundary layer
caused boundary-layer separation, which 1s indicated by the decrease in
static-pressure ratioc at the first orifice. The theoretical static-
Pressure ratio for supersonic cone flow is included in figure 15. The '
experimental data indicate that supersonic cone flow existed at
Mo > 1.40, as shown by the static-pressure ratio of the most forward
orifice which approaches the theoretical value. Since the model operstes
with suberitical internal flow because of the restriction in the outlet,
a normal shock 1s also positioned ahesd of the inlet at low supersonic
Mp. It is believed that this shock was located between the first and
second orifices, inasmuch as the static-pressure ratio for the second
orifice is higher than that predicted by supersonic cone flow for the
range of 1.33 to 1.43. It is alsoc noted that the boundary layer is
attached, as no decrease in slope of the static-pressure ratio can be
seen to indlcate separation.

Friction drag. - The friction drag acting on the externsl surfaces o
of the ram.jet was determined by the usual method of obtaining the
momentum decrement in the boundary layer resulting from the viscous
shear forces. A survey of the boundary layer was conducted by means of
a total-pressure rake and a flush statlc orifice located 135.3 inches
downstreawn of the leading edge of the cowl. Typical boundary-layer
veloclity profiles are shown in figure 16 wherein the loecal Mach number
brofile through the boundary layer is glven for My of 0.8, 1.0, 1.2,
and 1.4. Boundary-layer thickness & 1s indlcated as the point at
which the slope dy/dMi increases abruptly. Date are shown for both
the rocket-on and rocket-off conditions and it 1s apparent that the
effect of the different mass flows on the Mach number profile and

6752
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boundary-layer thickness is negligible. Comparison of the boundary-
layer date with the 1/7 power law, which was found to be most appliceble
to thils date, is shown in figure 17. Good agreement is obtained for
values of distance ratio y/a greater than 0.2. Below this value the
experimental data deviate slightly from the empirical value, as shown.

The friction drag expressed as a coefficient Cp based on wetted
ares is shown in figure 18. Constant Mach number curves based on e:gperi-
mental data are included. The theoretical curves based on von Kerman
equations (reference 5) for a smooth flat plate with turbulent boundary
layer are included for comparison purposes. As expected, the experi-
mental data are higher in value than the theoretical curves because of
the effects of surface roughness, bubt it is noted that the trends of the
experimental curves are similar to those of the theoretical. Filgure 19
11lustrates the friction drag coefficient based on maximum cross-
sectlonal ares CDf -as a function of Mg. An incresse in My is
accompanied by a decrease in the friction drag coefflcient. For
example, CDf decreases from 0.18 to 0.13 with an increase in My from
0.80 to 1.43 for the rocket-on condition. The deviation of the rocket-on
and rocket-off curves with decreasing My 18 attrlbuted to the corre-
sponding divergence in Reynolds numbers between the two conditioms.

Base drag. ~ The base drag resulting from the lower than atmospheric
Pressures occurring on the flat base of the annular restriction is showm
in figure 20; also included are the base static-pressure ratio and the
static~pressure ratio of the exhaust jet lssuing from the center of the
annular base. The date are shown for both the rocket-on and rocket-off
conditions. In general, an increase in My was accompanied by &
decrease in base pressure ratio despite a large increase in Jjet static-
pressure ratio. In the transonic Mach number range, an abrupt drop in
base pressure ratio occurred at My of 0.97 for both the rocket-on and
rocket-off operating conditions, followed by a partial recovery in the
base pressure ratio at My of 1.16 for the rocket-off condition and
at My of 1.32 for the rocket-on condition. This transonic base pres-
sure drop 1s not attributed to the Jjet pressure ratio as no abrupt
change in this data can be seen. It is believed to be largely a tran-
sonic phenomenon assoclsted with the free-stream conditions. However,
the delayed recovery for the rocket-on condition (Mg = 1.32) as
compared with the rocket-off condition (Mo = 1.16) suggests a possible
asplrating effect caused by the higher Jet exhaust velocities associated
with the rocket-on condition. It is also possible that this partial
bage pressure recovery may be an unsteble flow phenomenon and that the
apparent hysteresis loop in the date may be due to the direction (accel-

, erating or decelerating) with which the test condition was approached.

A general comparison is made with the base data cbtained from solid
bodies of revolution (reference 6) and from blunt tralling-edge alrfoil
sections (reference 7). As cen be seen from figure 20, the annular base

e L N
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dats in the subsonic Mgy renge are approximately halfway between the
body of revolution and airfoil data. However, above Mg of 1l.10 the
annular data agree closely with the airfoill base data. These data are
lower than the body of revolution data, indlcating that higher base
drags were encountered. The base drag coefficient cDb clearly 1llus-

trates the drag penalty incurred by this transonic decrease in base
static pressure. For the rocket-off condition, CDb increased from a

subsonic value of 0.23 to an average maximum of 0.35 in an Mgy range of
1.02 to 1.15 followed by & gradusl decrease to a CDb of 0.25 at Mp
of 1.30. For the rocket-on condition, the maximum cDb was 0.33.

Internal drag. - The internal drag was determined from the change -
in momentum of the internal engine air flow from the free-stream condi-
tions to the engine cutlet. The date are presented in coefficlent form
in figure 21 for both the rocket-on and rocket-off cdnditions. The
rocket-on date are based only on the loss in momentum of the intake alr
and do not include the momentum of the rocket exhsust gas. The internal
drag coefficient CDi remained approximately constant at 0.04 for the

rocket-on condition for free-stream Mach numbers from 0.80 to 1.43. As
expected, the rocket-off condition, which had higher mass flows at a
given My than the rocket-on condition, had a corresponding higher
CDi- For example, at My of 1.00, CDi increased from 0.04 to 0.06.

In order to compare the summation of the drag forces with the
direct measurement obtained from the accelerometer data, it is necessaxry
to include the thrust coefficient of the rocket bassed on ram-jet cross-
sectional aree for the rocket-on condition. The variation of the rocket
thrust coefficient with Mg 1s shown in figure 22. Thls curve was cal-
culated from the rocket performance data given in reference 8.

Total drag. - The total drag coefficient is shown in figure 23 as a
functlon of My for the rocket~off condition. The totel drag coeffi-
clent curve is the summetion of the individual drag coefficlents which
were based on pressure measurements, as previously discussed. In fig-
ure 23 this curve is compared with the total drag coefficient data
points obtained independently from the accelercmeter data. The agree-
ment bebween the two methods of obtaining the total drag coefficient is
very good with a maximum deviation of only 6 percent of the over-all
value. Part of this dlscrepancy may be due to interference drag between
the four stabilizing fins and the body, as no allowance for interference
drag was made in the summation method of obtaining the total drag coef-
ficient curve. Flgure 23 also 1llustrates the magnitude of the indi-
vidual drag forces relative to each other and to the total drag. It 1s
noted that the addition of the base drag coefficient to the external
drag coefficlent more than doubles the value of the external drag
coefficient. At My of 1.15, the base drag amounted to 57 percent of

L

6762



L

6792

ACK Tt EEROZ TR .

the total drag. The external drag coefficient, excluding base drag, had
a minimum value of 0.13 at Mp of 0.90 and then gradually increased with
no abrupt change in the transonic range to a maximum value of 0.20 at

Mg of 1.30 followed by & gradual decrease to 0.17 at My of 1l.43. Over
the range of this investigation, the external drag 1s predominantly a
result of the friction drag. It is also apparent from figure 23 that

the abrupt increase in total drag coefficient in the transonic My

range of 0.97 to 1.15 was largely due to the increase in the base drag
coefficient. Also of interest is the fact that at My < 1.0 for the
mass-flow ratio encountered with the rocket-off condition the values of
CDa plus CDc are negative, indicating a net thrust effect on the

engine as opposed to the conventional assumption that subsonlically the
sum of additive and ecSwl pressure drag spproximates zero. However, for
the range of mass flows encountered with the rocket-on condition, the
sum of additive and cowl pressure drag was approximately zero, as shown
in figure 24. Therefore, it may be that the validity of this assumption
is dependent on the mass-flow ratlio as shown and possibly on the geom-
etry of the inlet.

The drag data for the rocket-on condltion are presented in fig-
ure 24. However, since the accelerometer measured the acceleration
resulting from the net force (thrust minus drag) acting on the model,
the propulsive thrust coefficient could be computed directly. For com-
parison with the summation of the individual drags it was necessary to
subtract the total drag coefficient from the rocket thrust coefficient
(fig. 22) in order to .obtain a propulsive thrust coefficient curve as
shown in figure 24. It is apparent that good agreement was obtained
between the data points and the curve, indicating that satisfactory
accuracy was realized during the accelerating, rocket-on phase of the
flight. The external drag coefficient had a minimum value of 0.17 at
Mg of 0.93, which was approximately 30 percent higher than the minimum °
value obtained with the rocket-off condition. Thls increase was due to
the increase in additive drag coefficient resulting from the change in
mass-flow ratio in this My range from the rocket-off to the rocket-
on condition. The external drag coefficient increased gradually from
0.17 to a meximum value of 0.21 at My of 1.25 and then decreased to
0.18 at Mp of 1.43. :

Drag Comparison

Figure 25 presents & comparison of the measured drag coefficient
and the base static-pressure ratio of this model with the results
(reference 2) cbtained from three other models previously investigated.
Data are shown only for the rocket-off condition as the internal drag
coefficient was not available for all the models during the rocket-on
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operation. The four models were similar except for the size of the
annular restriction. Included in figure 25 are the inslide dieameters of
the restrictions and the areas of the annuler f£lat bases. Inasmuch as
there is only a very limlted amount of transonic experimental data
avallable for annular flet bases with flow lssuing from thelr centers,
the base static-pressure ratios were included for &ll the models.’ Close
agreement of the annuler base data among the four models investigated

is cobgerved; apparently the effect of base area on the base static-
pressure ratio is small for the range of base areas investigated.

The four models were not precisely ldentical because of slight
varistions in surface roughness and febricatlon procedure, and therefore
only & general comparison should be made. The reduction in mass flow
caused a decrease in internal drag to occur with a decrease in outlet
dismeter at a given Mp. However, as expected, the base drag was
increased with an increase in base area. For example, at Mg of 1.10
the intermal drag coefficlent decreased from 0.1l to 0.02 and the base
drag coefficient increased from 0.31 to 0.41 with an increase in base
area obtalned by comparing the data from model 3 with the data from
model 1. At Mgy of 0.90 model 3 had the highest total drag coefficient
of 0.50 due to the fact that it had the highest internal drag coeffi-
clent, which at this My apparently outweighed the relative effects of
the other drags. The maximum totel drag coefficlent was 0.63 at Mg of
1.16 and occurred with model 1, which had the largest annular base area.

SUMMARY OF RESULIS

As part of a free-f£flight transonic drag investigation on full-scale
models of a l6-inch-dlameter rem-jet engine, one model was instrumented
sufficiently that the constituents of the total drag could be evaluated.
The model was droppped fram an airplane at 35,000 feet of altitude,
rocket-propelled to a Mach number of 1.43, and then decelerated through
the transonic range before lmpact. Datae were cbtained over the same
Mach number range for rocket-on and rocket-off operation. The following
resulte were obtained:

1. It was possible to account for at least 94 percent of the total
drag as determined directly from accelercmeter data by a summation of
the constituent drags, that is, cowl pressure, additive, friction, base,
and internal drag, each of which was determined independently from
pressure measgurements.

2. Negative cowl pressure drag coefficlents were obtained at Mach
numbers less than 1.22 and 1.39 for the rocket-off and rocket-on condi-
tions, respectively, indicating & net thrust acting on the cowl.
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3. Good agreement was obtained between the experimental boundary-
layer veloclty profiles and those predicited by the :L/ 7 power law at
radial distences greater than 20 percent of the bowmdary-leyer thickness
from the body. Below this value the experimental deata deviated slightly
from the empirical predicted values.

4. The average maximum base drag coefficient of 0.35 occurred over
& Mach number range of 1.02 to 1l.15 for the rocket-off condition as
compared with 0.32 over a greater Mach number yange of 1.02 to 1.32 for
the rocket-on condition. At My of 1.15 (rocket-off condition), the
base drag amounted to 57 percent of the total dreg.

5. The external drag coefficilent, excluding base drag, for the
rocket-off condition had a minimum value of 0.13 at & Mach number of
0.90 and graduaelly increased with no sbrupt change in the transonic
range to & maximm value of 0.20 at 1.30

6. The conventlonel subsonilc assumption for & ducted body which
discharges to ambient pressure is ‘that the sum of the additive and cowl
pressure drag coefficient is approximately zero. Data have been pre-
sented which indicate that this may not be & valld assumptlion and is
influenced by the mass-flow ratio.

Lewls Flight Propulsion Leboratory
National Advisory Committee foxr Aeronautics
Cleveland, Ohio
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Figure 1. - Photograph of drag model of 18-C-type ram-Jet englne mounted beneath right
wing of F-82 sirplane.
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Figure 2. - Schematic disgram of drag model of 16-inoh-dismeter rem-Jet engine including

looation of instrusentation pilckups.
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Figure 3. - Schematic disgram of inlet of 16-inch-dismeter ram-jet engine including design specifications.
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(a) Top view.

Instru- Transducer Range Frequency
ment Pressure (1b/sq in. ebs) (ke)

3 Cone, 1 3 -15 150
4 Cone, 2 3 -15 180.5
S Cone, 3 3 - 15 150
iz Cowl, 5 l1-15 170
13 Cowl, 6 1-15 170
15 Friction total, 1 3 - 26 129.5
18 Friction total, 2 3-26 1238.5
17 Friction total, 3 3 - 26 1298.5
18 Friction total, 4 3 - 26 110
19 Friction total, 5 3 - 26 110

Accelerstion (£t/sec?)
29 Accelercmeter, 1 0 to -128.5 199.5

Letter Designation

A Heater C.28291

B Osclllators

c Insulated battery compartment

D Dynamotor

E Transmitter .

F Antenns-airspeed boom

G Modulegtor

18

Figure 5. - Telemeter instrumentation for drag model of 16-inch-dlsmeter ram-jet configu-

ration with 10-channel telemetering system and 30 cammutable oscillators.
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Instru- Trensducer Range Frequency
ment Pressure (1b/sq in. abs) {kc)
1 Free-stresm totel 3 - 28 179.5
2 Free-stream static 3 -15 160.5
6 Inlet static 2 - 18 199.5
7 Inlet total 3 -128 180.5
8 Cowl ‘static, 1 1-15 128.5
g Cowl statie, 2 1-15 160.5
10 Covwl static, 3 1-15 110
11 Cowl static, 4 l1-15_ 170
14 Free-stream shell static 3 -15 110
20 Bese static, 1 2-14 118.5
21 Bese static, 2 2 - 14 119.5
22 Base static, 3 2 - 14 119.5
23 Base static, 4 2 -14 118.5
24 Base statie, 5 2 - 14 179.5
26 Exit static 3 - 15 150
27 Exit totsl 3-26 179.5
28 Free-gtreem total minus diffuser 0 =-10"7 160.5
total
Acceleration . (ft/sec?)
30 Accelerometer, 2 160 to -160 139.5
25 Accelerometer, 3 0 to -80 139.5
Letter Designation Letter Designation
A Heater : E Oscillators
B Switching asseubly P Power supply panel
c Motor drive for switching G Antenns bhoom static
essembly
D Insulated battery compartment

Figure 5. - Concluded.

(b) Bottom view.

e

Teleneter instrumentation for drag model of 16-inch-diameter ram-

Jet configuretion with 10-channel telemetering system and 30 commutable oscillators.

i

67952



2549

NACA RM E52F0Z2

600,
oé’
- o]
g3
2P
- ey
52 s ~~
2 ——
a3 [ —— ———
o — — ]
1 O >—
[} Eq ]
[} //
gl
4
300
Accelerating, rocket on ]
£ ———= == Decelerating, rocket off
Q
— o
-GS 2000 <]
A= N
g3 ™~
[T =" ™~
. "E o \\~_
e
¢ & 1000 ~ —
-4} g e
ISA
0
80pa-8
\~; e o T
s — \___—_—-— /
23 /
"% 60 7
82 /
'§ >
3%
rn'o /
-
~ O
E;'U 40 //
(3]
2 3 /
£ /
//
20 ]

.6

1.0 1.2 1.4 1.6
Free-stream Mach number, Mg

Figure 6. - Free-stream f1ight conditions as function of

free-stream Mach number.

BRI, - .

a1l



Mass-flow ratio, m/mg

Pitot static position error, Ap/dg

S
RN UL NACA RM E52F02

90 1t T T =
O Accelerating, rocket on <
(0.665 & m/me S 0.825) / LA
O Decelerating, rocket off
.86 (0.750 & m/mg S 0.836) //
T )
] Meximum theoretical mass-flow ’,/" =}
ratio for inlet Ef - —
82 N et Va . .
. L— A o
.78 /”) 06 s
j‘_‘ét] 4
] = A /é —
- -D-Dr\qLD_EEng!J - h/o/‘-’ =
T4 : )
4 3
W L=
/{P z
[ ] =
<J—" ‘4£ﬁ) -
__o.-—--—O"o -’ t
-85 ] 1.0 1.1 1.2 1.3 1.4 1.5 -
Free-stream Mach number, Mg
Figure 7. - Effect of free-stream Mach number on mass-flow ratio for )
10 rocket-on and rocket-off condlitions.
/5 O Accelerating, rocket on -

(0.685 S m/mg, = 0.825)

0 Decelerating, rocket off
(0.750 % m/my S 0.836)

=
@
M~

O
R FI

o
&

ey
1

o
~.
R
[=peq
I

$ _

o
= .
/,éﬁ! olo—G-0-g-00 O
o & .
n]
-.02 =

.8 .8 1.0 “1l.1 l.2 *=. 1.3 ° 1.4 - 1.5
Free-stream Mach number, Mg
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Cowl statlic-pressure ratio, pc/'p0

R, NACA RM E52ZF02
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Flgure 10. - Effect of free-stream Mach number on cowl statlc-pressure

ratio for rocket-on and rocket-off conditions.
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Cowl static-pressure ratio, Pe/Po
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Figure 11. - Cowl static~pressure ratic as function of distance ratic for constant
free-stream Mach mimbers.
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Figure 12. - Effect of free-stream Mach number on cowl drag ccefficient
for rocket-on and rocketv-off conditions.

~aGNESDEE. . ...

25



26

a

Additive drag coefficient, CD

NACA RM E5Z2F02
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Flgure 13. - Effect of free-stream Mach number on additive drag coefficient
for rocket-on and rocket-off conditions.
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Spike statlc~pressure ratio, pa/po

Spike drag coefficlent, CD
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Figure 15. - Effect of free-stream Mach number on spike static-pressure ratlo and drag
coefficlent for rocket-on and rocket-off conditions.
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Pigure 16. - Variation in local Mach number through boundary layer for free-stream Mach
numbers of 0.8, 1.0, 1.2, and 1l.4.
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Figure 18. - Effect of Reynolds number on friction drag coeffieclent
based on wetted aresa.
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Figure 19. - PFriction drag coefficient as function of free-stream Mach
number for rocket-on and rocket-off conditions.
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Figure 21. - Effect of free-stream Mach number on internal drag coefficlent
for rocket-on and rocket-off conditions.
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Figure 22. - Effect of free-stream Mach number on rocket thrust coefficient
as based on performance data from reference 8.
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Plgure 23. - Effect of free-stream Mach number on total drag coefficiegt
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m/my ¥ 0.836).
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and its component drag coefficients and 8ropulsive thrust coefficient
for rocket-on condition (0.665 S m/my S 0.825).
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Figure 25. - Effect of free-stream Mach number on base statlc-pressure

ratio and total, base, and internal drag coefficlents for models 1, 2,
3, and 4 operating at rocket-off conditlon.
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